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PRESSURE DROP VS. FLOW

DESCRIPTION
 

OPERATION
 

flow ➀ to ➁ ➁ to ➀.
➁ to ➀ flow path.

Operation of Manual Override Option M:
 

Option MP, MF, MM:

FEATURES and BENEFITS

SPECIFICATIONS
Operating Pressure:
Flow:  

Internal Leakage:

Temperature:
Coil:
Coil Duty Rating:
Current Draw:  12 VDC is 1.3 amps.
Minimum Pull-In Voltage:
Response Time:

Pull-In:  12 VDC 16 m. sec.  Drop-Out:  12 VDC 18 m. sec.
Recommended Filtration:

Fluids:
Cavity/Cavity Tool:
In-Line Body Material:  
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HOW TO ORDER

Solenoid
Valve

Cavity Flow
Path

Normally 
Closed

Poppet Manual
Override

Voltage Termination Porting

DSV  - 080  - 2   NC   P  -   *   -   *   -   *   -  **     **   -   **

Termination†
K-Coil 

External 
Frame

S-Coil 
Internal 
Frame

For internal diode – 
consult factory

omit omit Cartridge only w/nut

DE DS Dual Lead
SE SS Single Lead
BE BS Dual Spade
AE AS Single Spade
EE ES Single Stud

UE IP69K US Deutsch
PE IP69K Metri-Pack
JE IP69K Amp Junior Timer

HS DIN 43650
C Conduit

10234-41 10234-41 coil retainer nut

Seals Low
Leakage

DIMENSIONS Inches [Millimeters]

Seals Seal Kit

N Buna N DSK-080-2-N-A

V Viton DSK-080-2-V-A

Manual Override

omit No manual override

M Manual override
MP Knurled Knob Pull

MF Female Pull  1/4-28 UNF

MM Male Pull  3/8-16 UNC

Voltage†

omit Cartridge only w/nut

D1 DC  12 Volt

D2 DC  24 Volt

D9 DC  20 Volt

D10 DC  10 Volt

A5 AC 120 Volt

A6 AC 240 Volt

Low Leakage

omit Standard leakage

L Low leakage

Porting† In-Line Body 
w/o Cartridgeomit Cartridge only

2N 1/4 PTF B-080-2-2N

3N 3/8 PTF B-080-2-3N

4T SAE 4 B-080-2-4T

6T SAE 6 B-080-2-6T

† Other options available – consult factory 
Valve, Coil, and In-Line Body are supplied individually and need to be assembled. For a completed assembly consult the factory.
All variations may not be configurable. Minimum order quantities may be required on other models. Contact Deltrol Fluid Products for complete details.

Duty Rating:
Intermittent




